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ZASUWY ‘

Zasuwa kotnierzowa
miekkouszczelniajaca
F4 DN40-DN300

ZASTOSOWANIE

istalacje wododiagowe wody pitnej,
plyny obojetne chemicznie.

CECHY KONSTRUKCYINE

« zakres $rednic DN40 - DN300

« korpus - Zeliwo sferoidalne GJS-500-7

* trzpien wanowanY ze stali nierdzewnej
* wymienne uszczehienie trzpienia pod cisnieniem

 uszczelnienie trzpienia - o-ringi 3 + 1

« kiin - Zeliwo sferoidalne catkowidie
zawulkanizcmany guma EPDM

* prosty przelot
 wymienna kostka Kiina - mosigdz

« $ruby pokrywy - stal nierdzewna, zabezpieczone
masq zalewowq

« kapturek zabezpieczajacy przed
zanieczyszczeniami

 zabezpieczenie antykorozyjne - farba epoksydowa
RAL 5005, min. 250 um

o klin - wyposazony w dwa prowadniki wykonane
Z tworzywa sztucznego, umoziiwiajace sprawne
poruszanie w korpusie

. wi?rzelggsc zastosowania napedu elekhytznego

. mosieZna zal
wykreceniem

DANE TECHNICZNE, NORMY

« diugos¢ zabudowy wg normy PN-EN 558-1
o szereg 14 - (F4)

« i$nienie nominalne PN10/PN16
 temperatura - max. 120°C

* przylacze kotnierzowe wg PN-EN 1092-2
 powloka antykorozyjna wg PN-EN 4624,
DIN 30677-2

Resilient seat flanged
gate valve
F4 DN40-DN300

APPLICATION

Potable water systems,
other liquids chemically neutral.

DESIGN FEATURES

 diameter range DN40 - DN300

« body - dudile iron GJS 500-7

o stainless steel rolled stem

« stem seal replaceable under the pressure
o stem’s seals - orings 3 + 1

« wedge - dudtile iron, completely vulcanized
with EPDM

* sfraight passage

« replaceable wedge nut - brass

« bonnet bolts - stainless steel, protected with
a sealing paste

« hood protecting from the dirt

 anti-corrosive coating - epoxy, RAL 5005,
min. 250 pm

« wedge - with two guides made of plastic,
enabling smooth movement in the housing

« electric actuator fitting available

« brass nut protected against unscrewing

TECHNICAL DATA, STANDARDS

« face-to-face length acc. to PN-EN 558-1
o row 14 - (F4)
* nominal pressure PN10/PN16
 temperature - max. 120°C
« flanges acc. to PN-EN 1092-2
 anti-corrosive coating acc. to PN-EN 4624,
DIN 30677-2

NR KAT. 101a

3anBxka driaHLeBast
MSIFKOYTJ/IOTHSIFOLLIS
F4 DN40-DN300

HA3HAYEHME

Bo10MpoBO/HbIE YCTAHOBKM /15t MATLEBOM BO/b,
[ipyTVie KUAKOCTU XVMUHECKN MHEPTHbIE.

OCOBEHHOCTM KOHCTPYKLIMN

* vanasoH Avametpos DN40 - DN300

© KOPIYC - BbICOKOMPOUHbIA UyryH (BYLLIN)
GJS 500-7

 LUNWHAENb U3 HEPXKaBEtOLLEN CTanu

* BO3MOXHA 3aMeHa YTIOTHEHIS LUMWHAENA Noa
[iaBreH1eM

 YTUIOTHEHVE LNuHAEens - 0-06pasHoe KorbLIO
3+1

© KIWH - BbICOKOMPOYHbII YyTyH MOMHOCTBIO
BY/IKaHV31pOBaHHast pesnHoii EPDM

 MPSIMONA MOTOK

 BO3MOXHA 3aMeHa Kybuika LUM HAENS! - naTyHb

© GOMTbI KPbILLIKA - HEPXABEIOLLAS CTarb
MpeoXpaHeHHbIE 3aNMMBOYHOM Maccon

* 3alLI1Ta KPbILLKV Mepef 3arpsiBHEHNMI

* 3alLYITa OT KOPPO3VM - 3rIOKaAHOe MPoBOAHMKAMA
nokpbire RAL 5005, M1H. 250 um

© KIMH 0BOpY/A0BaHHb I ABYMS! MPOBAJHIKAMM,
CAeraHHBIMIA 113 NIaCTUK, JatoLLyMA
BOSMOXHOCTb CBOGOZHOMO [IBVDKEHIAS B KOPITyce

* BO3MOXHOCTb MPUMEHEHVS neKTPO NPUBoJA

© JIaTYHHbII BUHT NPEAOXPAHEHHbIN
OT BbIKPYUMBaHS

TEXHUHECKUE JAHHBIE, CTAHOAPTDI

 yHa 3aCTPOIiKK cormnacHo Hopme PN-EN 558-1

*psn 14 - (F4

* HoMMHanbHOe AaeneHve PN10/PN16

* paboyas Temneparypa - o 120°C

« (hriaHuieBoe coeauHeHvre PN-EN 1092-2

© aHTUKOPPO31OHHOE MoKpbve PN-EN 4624,
DIN 30677-2
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Zasuwa kotnierzowa miekkouszczelniajaca
(Szereg 14) DN 40 - 300
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Sekretariat

T +48 74 832 20 00
F +48 74 832 20 01
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Norma

Standard
Cranpapt

WODA

@180
@180
@180
@200
@250
@280
@280
@340
@340
@340
@340
@400

@400

Dziat handlowy

T+4874 8322021-24
F +48 74 832 20 25

Czesc¢ Materiat
Name Material
Hetanb Matepuan
Korpus / Body / Kopryc EN - GJS - 500-7
Kiin ogumowany / Wedge / Knun e
0BpE3VIHEHHbII EHE SRR
Naluetha kina / Wedge nut / @ owia o w“fnf“;j:“fgpbz/
Stal nierdzewna /
Sruba / Bonnet bolts / Borr a‘:;‘gfesmd/
cranb
Uszczelka pokrywy / Bonnet seal / EPDM
YNAOTHUTENb KPbILLKA
Trzpien walcowany / Rolled stem / Stal X20Cr13 /
LWnuHaens AISI 420
Pokrywa zasuwy / Bonnet /Kpbiluka EN - GIS - 500-7
3a/BIDKKA
Uszczelka O-Ring 16 x 3/ O-Ring 16 x 3 /
0-oBpaHoe KoMsLo 163 EON/UER
Podkfadka / Washer / Moaknaaka Tamamid
Uszczelka O-Ring 21 x 3/ O-Ring 21 x 3/
O-06pazHoe KoneLo 213 EREU//RER
Uszczelka O-Ring 35 x 4/ O-Ring 35 x4 / EPDM / NBR
KonbLo 35x4
Tulejka Diawika / Bushing / Brynia T
Uszczelnienie przecwpytowe / Dust seal /
e EPDM/NBR
Podkfadka / Washer / Lait6a AISI 304
it EN-GJS-500-7/
e e e Stal/ Steel / Crans
Sruba / Bolt / Bor AISI 304

Wkret dociskowy bez tha M3 / Screw stud M3 / AISI 304
BUMHT yCTaHOBOUHBI 6€3 wnsinkv M3

14
14
17
17
19
19
19
24
2%
27
27

27

27

Waga zasuwy [kg]
Valve weight [kg]

Bec3ampinia [kr]

99
129
157
192
271
2,1
546
546
796
796
112

112

Waga kélka [kg]

Wheel weight [kg]

Bec mMaxosii@ [Kr]
0,47 7
0,57 9
0,70 11
092 135
1,11 135
111 135
1,97 18
1,97 18
2,05 2
2,05 2
3,01 26
3,01 26
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